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Applications
Clip-on extensometers 5025-1, 8040-1 and 7537-1 are
manual clip-on extensometers which can be clamped
on to the specimen. These clip-on extensometers are
heat-resistant.

In addition, clip-on extensometers 5025-1 and 8040-1
are suitable for closed-loop strain-rate control on metals
to ISO 6892-1 Method A1.

Clip-on extensometers 5025-1 and 7537-1 are tailored
to tests on rigid plastics and composites to ISO 527.
They also satisfy the requirements of Annex C for deter‐
mination of tensile modulus.

Advantages and features
• Accuracy Class 0.5 to EN ISO 9513 up to 60% of

measurement travel.
• Clip-on extensometers 5025-1 and 8040-1 are

approved for closed-loop strain-rate control to ISO
6892-1 Method A1.

• Convenient one-handed operation allows fast, easy
attachment and removal of the clip-on extensometer.
This enables trouble-free operation, even in narrow
temperature chambers.

• Cost-effective, high-precision extensometers for
determination of strain on metals, rigid plastics and
composites.

• Lightweight construction
• Accurate, lockable setting of initial gauge length

ensures reproducible test results.
• Suitable for tensile and compression tests
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Technical data

Type
Clip-on extens‐
ometer 5025-1

Clip-on extens‐
ometer 8040-1

Clip-on extens‐
ometer 7537-1

Item No. 1034897 1067159 1067160

Accuracy

Up to 60% of the measured displace‐
ment

Class 0.5 to EN ISO
9513

Class 0.5 to EN ISO
9513

Class 0.5 to EN ISO
9513

  Class 1 to EN ISO
9513

Class 1 to EN ISO
9513

Class 1 to EN ISO
9513

Initial gauge length

  50 80 75 mm

or 2 - 3 "

Measuring system Single-sided strain gauge system

Measurement travel

Tensile 25 40 37.5 mm

Compression 5 5 5 mm

Specimen dimensions, max.

For round specimens (Ø) 20 15 15 mm

For flat specimens (d x w) 20 x 32 15 x 30 15 x 30 mm

Specimen dimensions, min.

For round specimens (Ø) 1 1 1 mm

For flat specimens (d x w) 1 x 1 1 x 1 1 x 1 mm

Mounted height 66 90 85 mm

Ambient temperature -70 ... +200 -70 ... +200 -70 ... +200 °C

Weight 105 118 118 g

Securing device included Yes Yes Yes

Scope of delivery

Clip-on extensometer 5025-1 and knife
edges for testing of metals

1 piece(s)

Clip-on extensometer 8040-1 and knife
edges for testing of metals

1

Clip-on extensometer 7537-1 and knife
edges for testing of metals

1

Minimum version testXpert III testXpert III testXpert III

USC or DCSC module required

Accessories required

Required
Description ArticleNumber

USC module 029443

Description ArticleNumber

DCSC module 087417
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Optional accessories

Knife-edges
Description ArticleNumber

Carbide knife-edges, convex, interchangeable (2 pieces)
Blade, radius 0.5 mm
For testing clamping-sensitive plastics

1045295

Carbide knife-edges, straight, interchangeable (2 pieces)
Sharp-edged blade
For testing plastics and metals

1047041

Prismatic counter-roller for round specimens
For specimen diameters 1 to 20 mm

1067935

Conversion kit
Description ArticleNumber

Conversion kit for clip-on extensometer 8040-1 to 75mm initial gauge length 1067161

Conversion kit for clip-on extensometer 7537-1 to 80 mm initial gauge length 1067162

Measuring plunger for clip-on 5025-1 and digiClip short
Description ArticleNumber

Measuring plunger for determining deflection, e.g., on plastics, fiber-reinforced composites,
wood. Installation in ZwickRoell flexure test kit. The clip-on/digiClip is attached directly to the
appropriate retaining elements of the measuring plunger and does not have to be removed
between tests. Maximum height from the upper edge of the flexure table 99 mm, maximum
measurement travel 13/25 mm (digiClip/clip-on), temperature range -70 ... +200 °C. Additional
information in PI 395. Note: The digiClip Short must have a gauge length a 50 mm.

1094314

Withdrawal device
Description ArticleNumber

Withdrawal device for ClipOn 5025-1, 8040-1 und 7537-1 requiring use with safety device and
temperature conditioning unit. Not for zwickiLine!

1069968

Sensor extension cable
Description ArticleNumber

Sensor extension cable, for AllroundLine type SNS, TE and TW 072143
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